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V@II@!! Em3/es2-F Performance Certificate

OATE . 12-19~1994 SN
@
) % FSPR RUN 1 RUN 2. RUN 1 RUN 2
SERIALNO. . 224305 | |
—— 1,00
NEFERENCE. - 3745CKSAX990 —
INPUT 24 vpC -
ouTPUT 4-20 mA
SPR D0 TO 50 "WCD
FULL SCALE PRESSURE RANGE BN S
- WIRING CONNEGTIONS 2001
' A INPUT A
.~ INPUT -
+ QUTPUT
- OUTPUT -
PIN A +PWR. /816G,
PIN B -PWR, /SIG.
PIN C CALIBRATE
PIN D CALIBRATE ,
PINS E+F NO CONN. :' |
. 01
3E -

@ PIELD CALIBRTION PRESSURE: 39.969 *MCD

CALIBRATION CIRCUIT - - ARTER S SR e WARRANTY -~ -
An advantage of Viatran strain gage pressure sensors is that the gain or'span © Viawan Camdrau’on’ warrants that its products shall be free from defective parts
2f the readiout system ¢an be set without applying a known pressureinput. The. - and workmanship for a period of twelve (532) monchs from dare of original shipment,
iystem setup can be accomplished by using a calibrate circuit as explained g;ovided that Viaman's obligation hereunder shall be limited to correcring sny
elow., - - A B oo o defective workmanship and/or ;?lacin'g any defective marerial F.0.B, destination.
NTERNAL GIRCUIT o . LonT UL A repair 15.:'dm:n_}gd ninety éed)gays.lfrqm {epair date unc!g:!co?fd.itions qf'b_rlig‘i?l:]
. . S T T warranty period unless superse original warranty peried. I ins fon e
Aost sensor models are supplied with an intemal shunt calibrate circuit either Cmnphgy%?'su'ch product does not dl{dm? y defect o‘k‘?ﬁ‘.-kmmhip ci'f.ffm.- sthe
18 a standard or by special order. If this sensor has the circuit included, it will ... Compsny's regular charges will apply. ‘Thi¥ warraney cacries no liabilicy, either.
se noted below. Simply shorting the proper pins will produce. the calibration . expressed or tmplied, beyond our ob{igaﬁon 10 replace the unic. which carries the
sutput signal listed, - . . S T warranty. This warrdnty is in lieu of all other warranties of merchanbility or fitness.
IXTERNAL CIRCUIT - = % 7 : R w007 No allowance will bk made. for any expense inceered for correcting any defective
ey S s T yorkmanship andfor material without written consent by Viatran. - Unit musr be
f the sensor does not include tha calibration circuit, the same type calibration - . shipped ro ¢ Compeny, (farsportation prepaid, and retum authorization number
:an be accomplished by connecting a resistor of the value indicated across “must be referenced on the package to assure acceptance st our shipping dock. Prices,
he proper pins. This technique is accurate for cable Jengths of up to 200 #t, specifications and decisions subject 16 chandge withaut notice. - .
) o : S ) o The Company shall not be lisble for and the Purchaser assumes and agrees to in-
L : o demnify and save harmless the Company in respect to any loss or damage that may
D Transgucer - internal Calibration acise through the use by the Purchaser, or athers, of any of the Company’s produces.

Shorting pins( D . 7 wit produce | improper application, instailation or operation.

This. warranty is void if the product is subjected 10’ misuse, accident, neglect or

_ \ _ ¢ it ns : o lI‘his warranty ‘i’s. voidif prior del.fecgs in

a 16.80 m} . cal.lb_l."atlon ou1.put signal. - m; :st:; :;?r-_ manship repeirg are m e.by anyone.e.x.ca:n iatran or 1#3 suthorized
o : ' - REPAIR . _ - '

D Transducer - External Calibration Lo Most Viaccan sensors bave been designed to be easily repsired and recalibrated if

Connacting ohms across . necessary, If 3 failure occurs, the sensor should be returned to the factory for inspection

, i S - and testing.If the sensor feilure is covered by our one year wirranty policy, the unic will

pins & will produce -+ be repaired s necessary and reshipped without delay. Sensory usuallﬁ not covered by

a calibration output signal, warranty can be repaiced within four to six weeks for approximately thirey to sixty per

cent of the purchase price. Simple repairs can often be made for minimum charge.
Units should be returned to the attention of the Repair Department, after obtaining a

. S . . ' reurn authorization number from the customer service desk at (716} 773-1700.

l:l Transmitter® - Internal Calibration Girguit and Svyltch o QUALITY ASSURANCE
.ﬁl 1 represents _ with a reading S o _ ) .

- - o ® - | - DEBRA BUNCE

Cal 2 represents . 7 with & reading
of . . o A

J 4 AU INDUSTRIAL DRIVE | QA A - i
latran.GRAND ISLAND - S

CORPSORATION NEW YORK “ 140732

NOTE: At calibrations should be perormed anty after the transducer ~ © -
has been adjusted for zero at zero pressure. ..~ .

_PHONE 716 773 1700 - FAX 716 773 2488 3'2 "q q "
~19 -Gy

* See detalled instructions shipped with each unit’



